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NASTRO ANTICORROSIONE ‘ACMO-ONE’ 
ANTI-CORROSION TAPE ‘ACMO-ONE’
BAND ANTI-CORROSION ‘ACMO-ONE’

NASTRO ANTICORROSIONE ‘ACMO-STRETCH’
ANTI-CORROSION TAPE ‘ACMO-STRETCH’ 
BAND ANTI-CORROSION ‘ACMO-STRETCH’

NASTRO PER PROTEZIONE MECCANICA ‘ACMO-PM’ 
MECHANICAL PROTECTION ‘ACMO-PM’
BAND DE PROTECTION MECANIQUE ‘ACMO-PM’
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ACMO | price list
NASTRI AUTOADESIVI A FREDDO PER TUBI 

ANTI-CORROSION TAPES FOR PIPE

BAND ANTI-CORROSION POUR TUYAU

FIG.10500/05 NASTRO ANTICORROSIONE "ACMO-ONE" IN ROTOLI DA 10mt SPESSORE 1,5mm - H = 5cm -

ANTI-CORROSION TAPE "ACMO-ONE"  L = 10mt THIKNESS 1,5mm H = 5cm

BAND ANTI-CORROSION "ACMO-ONE" L = 10mt EPESS. 1,5mm H = 5cm

FIG.10500/7,5 NASTRO ANTICORROSIONE "ACMO-ONE" IN ROTOLI DA 10mt SPESSORE 1,5mm - H = 7,5cm -

ANTI-CORROSION TAPE "ACMO-ONE" L = 10mt THIKNESS 1,5mm H =7, 5cm

BAND ANTI-CORROSION "ACMO-ONE" L = 10mt EPESS. 1,5mm H =7, 5cm

FIG.10500/10 NASTRO ANTICORROSIONE "ACMO-ONE" IN ROTOLI DA 10mt SPESSORE 1,5mm - H = 1cm -

ANTI-CORROSION TAPE "ACMO-ONE" L = 10mt THIKNESS 1,5mm H = 10cm

BAND ANTI-CORROSION "ACMO-ONE" L = 10mt EPESS. 1,5mm H = 10cm

FIG.10500/15 NASTRO ANTICORROSIONE "ACMO-ONE" IN ROTOLI DA 10mt SPESSORE 1,5mm - H = 15cm -

ANTI-CORROSION TAPE "ACMO-ONE" L = 10mt THIKNESS 1,5mm H =1 5cm

BAND ANTI-CORROSION "ACMO-ONE" L = 10mt EPESS. 1,5mm H = 15cm

FIG.10500/20 NASTRO ANTICORROSIONE "ACMO-ONE" IN ROTOLI DA 10mt SPESSORE 1,5mm - H = 20cm -

ANTI-CORROSION TAPE "ACMO-ONE"  L = 10mt THIKNESS 1,5mm H = 20cm

BAND ANTI-CORROSION "ACMO-ONE" L = 10mt EPESS. 1,5mm H = 20cm

FIG.10550/05 NASTRO ANTICORROSIONE "ACMO-STRETCH" IN ROTOLI DA 10mt. SPESSORE 1,5mm - H = 5cm -

ANTI-CORROSION TAPE "ACMO-STRETCH " L = 10mt THIKNESS 1,5mm - H = 5cm -

BAND ANTI-CORROSION "ACMO-STRETCH" L = 10mt EPESS. 1,5mm - H = 5cm -

FIG.10550/10 NASTRO ANTICORROSIONE "ACMO-STRETCH" IN ROTOLI DA 10mt. SPESSORE 1,5mm - H = 10cm -
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FIG.10550/10 NASTRO ANTICORROSIONE "ACMO-STRETCH" IN ROTOLI DA 10mt. SPESSORE 1,5mm - H = 10cm -

ANTI-CORROSION TAPE "ACMO-STRETCH " L = 10mt THIKNESS 1,5mm - H = 10cm -

BAND ANTI-CORROSION "ACMO-STRETCH" L = 10mt EPESS. 1,5mm - H = 10cm -

FIG.10550/15 NASTRO ANTICORROSIONE "ACMO-STRETCH" IN ROTOLI DA 10mt. SPESSORE 1,5mm - H = 15cm -

ANTI-CORROSION TAPE "ACMO-STRETCH " L = 10mt THIKNESS 1,5mm - H =1 5cm -

BAND ANTI-CORROSION "ACMO-STRETCH" L = 10mt EPESS. 1,5mm - H =1 5cm -

FIG.10550/20 NASTRO ANTICORROSIONE "ACMO-STRETCH" IN ROTOLI DA 10mt. SPESSORE 1,5mm - H = 20cm -

ANTI-CORROSION TAPE "ACMO-STRETCH " L = 10mt THIKNESS 1,5mm - H = 20cm -

BAND ANTI-CORROSION "ACMO-STRETCH" L = 10mt EPESS. 1,5mm - H = 20cm -

FIG.10560/05 NASTRO PER PROTEZIONE MECCANICA "ACMO-PM" IN ROTOLI DA 33m. SPESSORE 0,25mm - H = 5cm -

MECHANICAL PROTECTION "ACMO-PM" L = 33mt. THIKNESS 0,25mm - H = 5cm -

BAND DE PROTECTION MECANIQUE "ACMO-PM" L = 33mt. EPESS. 0,25mm - H = 5cm -

FIG.10560/10 NASTRO PER PROTEZIONE MECCANICA "ACMO-PM" IN ROTOLI DA 33mt. SPESSORE 0,25mm - H = 10cm -

MECHANICAL PROTECTION " ACMO-PM" L = 33mt. THIKNESS 0,25mm - H = 10cm -

BAND DE PROTECTION MECANIQUE "ACMO-PM" L = 33mt. EPESS. 0,25mm - H = 10cm -

STANDARD EN 1074-1, EN 1171, EN 12266
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